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SEMI AUTOMATIC STRAPPING MACHINE

Product Description:

Being one of the leading manufacurers and supplier of this quality box strapping machine,we never
compromise with customer satisfaction and quality.this machines widely demanded in various small
and large industies across the globe. These machines usually appreciated for high performance,
excellent machanized constitution,higher durability,affordable price range.

~ Model : AP-100

-’_/ Technical Specification :

' » Power Supply : 1ph, 220 V., 50/60 hz.

* Strap Size (mm) :9,12,15
e Strap Cycle Speed  : 2 Sec./Strap
* Mini. Pack Size (mm) : 60 x 60
* Machine Dimension : 910 (L)x 580 (W) x 750 (H) (mm)
* Machine Weight : 100 kg. (Approx)

-
Model : AP-100L
Technical Specification :
« Power Supply : 1ph, 220 V., 50/60 hz.
 Strap Size (mm) :9,12,15
e Strap Cycle Speed  : 2 Sec./Strap
* Mini. Pack Size (mm) : 60 x 60
* Machine Dimension : 890 (L)x 425 (W) x 250 (H) (mm)
* Machine Weight : 90 kg. (Approx)

Technical Specification :

* Power Supply : 1ph, 220 V., 50/60 hz.

e Strap Size (mm) 19,12, 15

e Strap Cycle Speed  : 1.5 Sec./Strap

* Mini. Pack Size (mm) : 60 x 60

* Machine Dimension : 895 (L)x 565 (W) x 740 (H) (mm)
* Machine Weight : 90 kg. (Approx)

Model : AX 100

Technical Specification :

* Power Supply : 1ph, 220 V., 50/60 hz.

e Strap Size (mm) :9,12,15

e Strap Cycle Speed  : 1.5 Sec./Strap

* Mini. Pack Size (mm) : 60 x 60

* Machine Dimension : 895 (L)x 565 (W)
x 580 (H) (mm)

* Machine Weight : 90 kg. (Approx)

Model : AE 100L
Features :

* Superior performance * Unmatched strength

* Precise strapping * Robust structure

* Resistant corrosion e Instant heating in 20 seconds

* One touch machine operation and unit is easy to operate.

Model : AX 100L
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FULLY AUTOMATIC STRAPPING MACHINE

“pex

Model : AXS 200

Technical Specification :

* Power Supply : 3ph, 380 V., 50/60 hz.

e Strap Size (mm) :9to 19 mm

e Strap Cycle Speed  : 2.3 Sec./Strap

* Mini. Pack Size (mm) : 60 x 60

* Machine Dimension : 1430 (L) x 740 (W) x 1070 (H) (mm)
* Machine Weight : 175 kg. (Approx)

Model : AXS 200L

Technical Specification :

* Power Supply : 3ph, 380 V., 50/60 hz.

e Strap Size (mm) :9t0 19 mm

» Strap Cycle Speed  : 2.3 Sec./Strap

* Mini. Pack Size (mm) : 60 x 60

* Machine Dimension : 1960 (L)x 740 (W) x 1330 (H) (mm)
* Machine Weight : 210 kg. (Approx)

Model : APS 200 Model : APA 2
Technical Specification :
* Power Supply : 3ph, 380 V., 50/60 hz.
e Strap Size (mm) :91t0 19 mm

e Strap Cycle Speed  : 2.3 Sec./Strap

* Mini. Pack Size (mm) : 60 x 60

* Machine Dimension : 1476 (L)x 690 (W) x 1645(H) (mm)
* Machine Weight : 200 kg. (Approx)

Features :
 Superior performance * Unmatched strengthe Precise strapping ¢ Robust structuree Resistant corrosion e No greasing required
* Easy loading/unloading of strapping roll.
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Factory : Office:

9, Shilp Industrial Park, A-503, Suvas Residency,

Bakrol-Dhamatvan Road, Dhamatvan, Nr. Satyagrah Bunglow, Gangotri Circle Road,
Ta. Daskroi, Ahmedabad - 382435 Nikol, Ahmedabad-382350.

Phone : +91 72111 62503 Ph.:+91 72111 62501/ 72111 62506

E-mail : jkinternationalinfo@gmail.com
sales@jkinternational.net.in
Web. : www.jkinternational.net.in




